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°F) as determined by ASTM Method 
D86–96 (incorporated by reference as 
specified in § 60.17). 

(g) An owner or operator may use the 
following provisions instead of 
§ 60.485a(b)(2): A calibration drift as-
sessment shall be performed, at a min-
imum, at the end of each monitoring 
day. Check the instrument using the 
same calibration gas(es) that were used 
to calibrate the instrument before use. 
Follow the procedures specified in 
Method 21 of appendix A–7 of this part, 
Section 10.1, except do not adjust the 
meter readout to correspond to the 
calibration gas value. Record the in-
strument reading for each scale used as 
specified in § 60.486a(e)(8). Divide these 
readings by the initial calibration val-
ues for each scale and multiply by 100 
to express the calibration drift as a 
percentage. If any calibration drift as-
sessment shows a negative drift of 
more than 10 percent from the initial 
calibration value, then all equipment 
monitored since the last calibration 
with instrument readings below the ap-
propriate leak definition and above the 
leak definition multiplied by (100 
minus the percent of negative drift/di-
vided by 100) must be re-monitored. If 
any calibration drift assessment shows 
a positive drift of more than 10 percent 
from the initial calibration value, 
then, at the owner/operator’s discre-
tion, all equipment since the last cali-
bration with instrument readings 
above the appropriate leak definition 
and below the leak definition multi-
plied by (100 plus the percent of posi-
tive drift/divided by 100) may be re- 
monitored. 

§ 60.5402 What are the alternative 
emission limitations for equipment 
leaks from onshore natural gas 
processing plants? 

(a) If, in the Administrator’s judg-
ment, an alternative means of emission 
limitation will achieve a reduction in 
VOC emissions at least equivalent to 
the reduction in VOC emissions 
achieved under any design, equipment, 
work practice or operational standard, 
the Administrator will publish, in the 
FEDERAL REGISTER, a notice permitting 
the use of that alternative means for 
the purpose of compliance with that 
standard. The notice may condition 

permission on requirements related to 
the operation and maintenance of the 
alternative means. 

(b) Any notice under paragraph (a) of 
this section must be published only 
after notice and an opportunity for a 
public hearing. 

(c) The Administrator will consider 
applications under this section from ei-
ther owners or operators of affected fa-
cilities, or manufacturers of control 
equipment. 

(d) The Administrator will treat ap-
plications under this section according 
to the following criteria, except in 
cases where the Administrator con-
cludes that other criteria are appro-
priate: 

(1) The applicant must collect, verify 
and submit test data, covering a period 
of at least 12 months, necessary to sup-
port the finding in paragraph (a) of this 
section. 

(2) If the applicant is an owner or op-
erator of an affected facility, the appli-
cant must commit in writing to oper-
ate and maintain the alternative 
means so as to achieve a reduction in 
VOC emissions at least equivalent to 
the reduction in VOC emissions 
achieved under the design, equipment, 
work practice or operational standard. 

§ 60.5405 What standards apply to 
sweetening units at onshore natural 
gas processing plants? 

(a) During the initial performance 
test required by § 60.8(b), you must 
achieve at a minimum, an SO2 emission 
reduction efficiency (Zi) to be deter-
mined from Table 1 of this subpart 
based on the sulfur feed rate (X) and 
the sulfur content of the acid gas (Y) of 
the affected facility. 

(b) After demonstrating compliance 
with the provisions of paragraph (a) of 
this section, you must achieve at a 
minimum, an SO2 emission reduction 
efficiency (Zc) to be determined from 
Table 2 of this subpart based on the 
sulfur feed rate (X) and the sulfur con-
tent of the acid gas (Y) of the affected 
facility. 

§ 60.5406 What test methods and proce-
dures must I use for my sweetening 
units affected facilities at onshore 
natural gas processing plants? 

(a) In conducting the performance 
tests required in § 60.8, you must use 
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